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. F""———— LINE POST OR END POST. FENCE HEIGHT
12 SHALL BE 10' MINIMUM AT DUGOUT ENTRANCE
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CHAIN LINK FENCE IN MOW BAND
SEE DETAIL PSD FNC-2

ADJACENT FIELD SURFACE, FLUSH WITH DUGOUT
CONCRETE SURFACE FOR ACCESS
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12" LONG #4 BAR (DEFORMED) @ 24"
O.C. WRAP ONE END IN FELT AND
EPOXY GROUT INTO DRILLED HOLES.

——

— CHAIN LINK FENCE FOOTING
SEE CITY STANDARD DETAIL SD-19

CONCRETE SURFACE, 6" THICK WITH A MINIMUM 12"
DEEP THICKENED EDGE, OVER 4' AGGREGATE BASE

DUGOUT BENCH, SEE SPECIFICATIONS AND MANUFACTURER'S
RECOMMENDTIONS FOR FOOTING REQUIREMENTS

THICKENED EDGE WITH INTEGRAL BACK FENCE POST FOR
DUGOUT. FOOTING FOR FENCE POST SHALL BE HELD SHORT THE
A MINIMUM OF 12 INCHES TO ACCOMMODATE THE THICKENED
EDGE. BACK FENCE SHALL BE A MINIMUM HEIGHT OF 6 FEET

EXISTING ADJACENT CONCRETE SURFACE
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0 1 2 4
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